
INSTALLAZIONE
Appoggiata
Sospesa

INSTALLATION
Leaning
Suspended

80.400 IANUS 30
2x15 W

80.40IP IANUS 30 IP
2x15 W

80.410 IANUS 50 
2x25 W 

80.41IP IANUS 50 IP 
2x25 W 

Cod. Product name Material

B0022   Tubo UV antiframmentazione 15 W
   15 W fragment retention UV tube 

81.300   Tavoletta collosa / Glue board

Acciaio inox
Stainless steel

Acciaio inox
Stainless steel

Cod.

Accessori/Fittings

Accessori/Fittings

Product name Material

B0027   Tubo UV antiframmentazione 25 W
   25 W fragment retention UV tube

81.300   Tavoletta collosa / Glue board

Acciaio inox
Stainless steel

Acciaio inox
Stainless steel

Caratteristiche / Technical data

APPLICAZIONI
Industria agro-alimentare 
Stoccaggio - Imballaggio - Spedizioni
Supermercati - GDO
Ristorazione - HoReCa
Sanità - Industria Farmaceutica

APPLICATION
Food Industry
Storage - Packaging & Shipping
Supermarkets - Large Retail Chains
Restaurants - Pubs - Catering
Health Sector - Pharmaceutical Industry

37 x 50 x 16 cm

6 Kg 

230V / 50Hz
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VANTAGGI
Bifacciale: attrazione a 360°
Cattura rapida ed alta efficienza: tubi UV a vista ed 
ampia superficie di cattura
Facilità d’utilizzo: la lampada può essere installata a 
soffitto oppure appoggiata   
Doppia superficie di cattura: una tavoletta per lato
Manutenzione facile e veloce: tavolette  accessibili 
sia da destra che da sinistra, cassetto 
raccogli-insetti estraibile 
Adatta all’applicazione della normativa HACCP e 
direttive sanitarie 

BENEFITS
Double sided: 360° attraction
Quick trapping and high efficiency: exposed UV 
tubes and large glued surface
Easy to use: it can be either  suspended from the 
ceiling or placed on a flat surface
Double trapping surface: one glue board on both 
sides
Easy and rapid maintenance: glue boards are 
accessible  from the left and from the right, the 
tray for collecting insect is removable
Suitable for application of the HACCP standards 
and health directives
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